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Model Codes for B-Series Open Loop Pumps

1 2 3 4 5 6 7 8 9

DISPLACEMENT ROTATION CONTROLS MOUNTING SHAFT Rb DISP. DISP. SPECIAL
(cc/rev) MAXIMUM MINIMUM

rrr r r r r rrr rrr rr r
186 R U D D 140 XXX XX S = LS-20

1 DISPLACEMENT (CC/REV)

50 (3.06 cir) 140 (8.51 cir)
75 (4.57 cir) 186 (11.36 cir)
105 (6.40 cir) 260 (15.64 cir)

2 ROTATION

R = CLOCKWISE
L = COUNTER-CLOCKWISE

3 CONTROL TYPE

H = HORSEPOWER (3)
D = PRESSURE COMPENSATION
L = LOAD SENSE
Q = HORSEPOWER/

PRESSURE COMPENSATION
U = LOAD SENSE/

HORSEPOWER
R = HORSEPOWER/ HYD.

STROKE LIMITER
A = HORSEPOWER/

START ASSIST
E = ELECTRIC/ PRESS. COMP.
W = SUMMATED HP/

PRESSURE COMPENSATION
V = SUMMATED HP

4 MOUNTING

C = SAE C 4 BOLT MTG -
(50, 75, 105)

D = SAE D 4 BOLT MTG -
(140, 186)

E = SAE E 4 BOLT MTG -
(260 ONLY)

M = METRIC 4 BOLT MTG -
(ALL)

MODEL

BPR
EXAMPLE:

9 SPECIAL (2)

ENTER S, THEN CALL OUT
REQUIREMENT IN CLEAR TEXT

8 MIN. DISPLACEMENT

SPECIFY MIN. VOLUME IN CC/REV

7 MAX. DISP. DESTROKED

SPECIFY VOLUME IN CC/REV

6 REGULATION BEGIN

20 = DR 18-40 BAR
50 = DR 41-70 BAR

LR 80-150 BAR
100 = DR 71-155 BAR

LR 151-250 BAR
200 = DR 156-265 BAR
275 = DR 266-335 BAR

5 SHAFT

C = SAE C 14T, 12/14 P
(50, 75, OPT 105)

D = SAE D 13T, 8/16 P
(105, 140, 186, 260)

M = METRIC (ALL)
(SPECIAL PRICING)

H = ANSI 30T, 16/32 P
(OPT 260)

NOTES: (1) If codes are not used, insert the letter “X”.
(2) If a unit is a special execution, insert “S” at the end of the code description.
(3) For horsepower controls provide:

Input Speed
Maximum Displacement
Horsepower


