
Linde Hydraulics Corporation
5089 West Western Reserve Road

Canfield, Ohio 44406
Telephone: (330) 533-6801

Fax: (330) 533-2091

MODEL
CODES
EDITION III



12

1 2 3 4 5 6 7

DISPLACEMENT FLUSHING MOUNTING SHAFT CROSSOVER RELIEF ADD-ONS SPECIALS
(cc/rev) VALVE VALVE SETTING
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Model Codes for H-Series-02, Fixed Displacement Motors

1 DISPLACEMENT SIZE

28 (1.71 cir)
35 (2.12 cir)
50 (3.05 cir)
75 (4.57 cir)
105 (6.40 cir)
135 (8.24 cir)

2 FLUSHING

C = CLOSED LOOP
O = OPEN LOOP
P = PLAIN
B = BLOCKED

3 MOUNTING

B = SAE B 2 BOLT (28, 35)
C = SAE C 2 BOLT (50, 75, 105)
D = SAE D 2 BOLT (135)

NOTES: (1) If codes are not used, insert the letter “X”.
(2) If a unit is a special execution, insert “S” at the end of the code description.
(3) Specify lower setting in bar in position 5, then call out in clear text higher setting.
(4)  Side ports are standard. End ports are not normally available. Consult factory.

MODEL

HMF
H-Series
Fixed Motor
EXAMPLE:

7 SPECIALS (2)

INSERT S, THEN CALL OUT
REQUIREMENT IN CLEAR TEXT

6 ADD-ONS

Port Orientation
A = SIDE PORTS
B = REAR PORTS (4)
Additional Valves:
C = CBV
R = COR
V = Dual Pressure R/V’s (3)

5 COR VALVE SETTING (3)

CALL OUT SETTING IN BAR
1 BAR = 14.5 PSI

4 SHAFT

J = SAE BB (35)
C = SAE C (50, 75)
H = ANSI 16/32, 21T (50, 75)

          23T (105)
          27T (135)


