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Model Codes for H-Series-01 Variable Displacement Motors for GKs

1 2 3 4 5 6 7 8 9 10 11

MODEL DISPLACEMENT FLUSHING CONTROLS MOUNTING SHAFT PRESSURE MAX. MIN. ADD-ONS SPECIALS
(cc/rev) VALVE SETTING DISP. DISP.

r rrr r r r r rrr rrr rr r r
V 90 C 2 S M 331 X 42 C X

11 SPECIALS (2)

INSERT S, THEN CALL OUT
REQUIREMENT IN CLEAR TEXT

10 ADD-ONS

C = CBV
R = COR (3)

9 MINIMUM DISPLACEMENT

SPECIFY VOLUME IN CC/REV

8 MAXIMUM DISPLACEMENT

DISPLACEMENT IF OTHER THAN
MAXIMUM LIMIT - IN CC/REV

7 PRESSURE SETTING

CALL OUT SETTING IN BAR
1 BAR = 14.5 PSI

6 SHAFT

M = METRIC SPLINED

1 MODEL

V = 2 POSITION
R = REGULATED (3)

2 DISPLACEMENT SIZE

55 (2.62 cir)
63 (3.84 cir)
70 (4.27 cir)
90 (5.42 cir)
130 (7.93 cir)
180 (10.98 cir)

3 FLUSHING

C = WITH FLUSHING
B = BLOCKED

4 CONTROLS

2 = 2 POSITION
D = DISPLACEMENT OVERRIDE

(HMR 90 ONLY)

5 MOUNTING

S = SPECIAL PLUG IN MOUNT

MODEL

HMV/R
H-Series
Variable Motor
EXAMPLE:

NOTES: (1) If codes are not used, insert the letter “X”.
(2) If a unit is a special execution, insert “S” at the end of the code description.
(3)  For HMR motors, specify regulation begin setting in bar in column 7, enter “S” in column 11 and
      specify COR pressure in bar.


