
Linde Hydraulics Corporation
5089 West Western Reserve Road

Canfield, Ohio 44406
Telephone: (330) 533-6801

Fax: (330) 533-2091

MODEL
CODES
EDITION III



21

1 2 3 4 5 6 7 8 9 10

DISPLACEMENT ROTATION CONTROLS MOUNTING SHAFT Rb MAXIMUM MINIMUM ADD-ONS SPECIALS
(cc/rev) SETTING DISPLACEMENT DISPLACEMENT

rrrr r r r r rrr rr rr rr r
63 L M C C 275 X X C X

1 DISPLACEMENT SIZE
30 (1.71 cir)
43 (2.67 cir)
63 (3.84 cir)

2 ROTATION

R = CLOCKWISE
L = COUNTER CLOCKWISE

3 CONTROLS (3)

M = LOAD SENSING /
PRESSURE CUTOFF

D = PRESSURE CUTOFF
L = LOAD SENSING

4 MOUNTING

B = SAE B 2 BOLT
STANDARD (30, 43)

C = SAE C 2 BOLT
STANDARD (63)

10 SPECIALS (2)
INSERT S, THEN CALL OUT
REQUIREMENT IN CLEAR TEXT

9 ADD-ONS

B = SAE PTO
C = SAE PTO
J = SAE PTO

8 MIN. DISPLACEMENT

SPECIFY VOLUME IN CC/REV

7 MAX. DISPLACEMENT
DESTROKED

SPECIFY VOLUME IN CC/REV

6 REGULATION
BEGIN SETTING

PRESS. COMPENSATION SETTING
– CALL OUT SETTING IN BAR
1 BAR = 14.5 PSI

5 SHAFT

B = SAE B SPLINED
STANDARD (30)

J = SAE BB SPLINED
STANDARD (43)

C = SAE C SPLINED
STANDARD (63)

NOTES: (1) If codes are not used, insert the letter “X”.
(2) If a unit is a special execution, insert “S” at the end of the code description.
(3) Standard MPR includes both, LS and DR.  When used as LS, DR acts as pressure cut off.

When used as DR, LS is blocked.

Model Codes for M-Series Open Loop Pumps

MODEL

MPR
M-Series
Regulated
Pump
EXAMPLE:


